
Diseño Ultra compacto
La potencia de un gran equipo en un 
dispositivo pequeño

Ahorro de energía
Con un diseño moderno que permite
el ahorro de energía

USB 3.0
Interfaz de comunicación USB, que permite 
una máxima velocidad de transferenciaEstandar VESA

Permite el montaje con un sistema 
estándar VESA, incluso detrás de un monitor. Dual Band Wi-Fi

Interface de red inalámbrica que permite 
trabajar en ambas bandas.

Temperatura de operación
Diseño con amplio rango de temperatura 
de operación.

HDMI
Interface HDMI que permite una experiencia 
en videos de alta de�nición.

Características Principales

Tamaño Ultra compacto (L 61.6mm*W 61.6mm*H 42.0mm).
Desempeño que permiten trabajar 24x7.
Diseño con ventilación, bajo ruido y excelente discipación de calor.
Ideal para puntos de venta, aplicaciones domésticas.
Estaciones de trabajo, o�mática, multimedia, etc.
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Nota: Las especi�caciones estan sujetas a cambio sin noti�cación previa
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BOX-NPCJ4125
Nano PC - Intel Celeron J4125

MODEL BOX-NPCJ4125 
CPU Intel Celeron J4125 2.00 GHz - 2.70GHz / 4 Cores / 4 Thread 
Type FAN 
TDP 10W 
Chipset Products formerly Gemini Lake Refresh 
Operating System Windows 10 or above 
Graphics Card Intel UHD Graphics 600 
Audio Card ES8316 
RAM LPDDR4，up to 8GB 
SSD M.2 SSD 2242 

Display Interface HDMI 
max resoltion：4096*2160@30HZ 

Network No LAN 

Expansion WIFI Intel AC7265/2.4G/5G, 
WiFi 802.11ac/a/b/g/n 

USB Ports 2 x USB 3.0 port, 2 x USB 2.0 port 

I/O Ports 

1 x Power Boton 
1 x Power Light 
2 x USB3.0 port 
1 x HDMI output 
1 x Type-C input 12V2A 
1 x audio 2 in 1 
1 x TF Slot 

Power Supply  
Power Requirement 12V 2A 

Mechanical  
Dimension L 61.6mm*W 61.6mm*H 42.0mm 
Net Weight Net: 0.5kg, Gross: 1.0kg 
Packing List Power supply x 1, HDMI cable x 1 
Warranty 1 year 

BIOS 
Boot Mode Power On 
Intel VT-x Support VT-x and VT-d 
Intel Hyper-Threading support 

Working Temperature -10- 60°C 
Storage Temperature -10- 60°C 
Operating Humidity 0% - 95% (non-condensing) 
Static Direct Contact: 2K, Air Discharge: 6K 
Operating Voltage 12V- 2A 
Optional Bracket NO VESA Mount 
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